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LATHES

Light Duty Small Precision Lathes 

Medium Duty Small Precision Lathes 

Heavy Duty Precision Lathes 

Max Swing Distance Between Nº of Spindle Spindle List Price
Code Model Diameter (mm) Centres (mm) Speeds Speeds (rpm) (exc VAT)

0342-0251 D140 x 250 vario 140 250 Variable 120-3,000 £415.00

0342-0301 D180 x 300 vario 180 300 Variable 150-2,500 £625.00

Carriage charges apply - price on application

• CE compliant

• 1 phase variable speed

• Electronic continuous speed regulation with
dynamically readjusting control

• DC motor with permanent speed monitoring

• Guaranteed concentricity precision of the
main spindle <0.015mm

• Spindle bedding with precision ball bearings

• Feed shaft for threading or automatic
straight turning

• Automatic off-switch for easy operation0342-0251

Max Swing Distance Between Nº of Spindle Spindle List Price
Code Model Diameter (mm) Centres (mm) Speeds Speeds (rpm) (exc VAT)

0342-0321 D210 x 400 210 400 6 125-2,000 £625.00

0342-0324 D210 x 400 vario 210 400 Stepless 125-2,000 £1,000.00

0342-0550 D250 x 550 250 550 6 125-2,000 £920.00

0342-0554 D250 x 550 vario 250 550 Stepless 95-3,000 £1,575.00

Carriage charges apply - price on application

• CE compliant

• Single phase

• Precise chuck run out <0.05mm

• Spindle nose run out <0.009mm

• Automatic slide/lead screw drive

• Rigid induction hardened (HRC 42-52) and
ground cast iron bed with V guideways

• User friendly safety switch IP54 with no-volt
release and lockable emergency stop and
right/left hand motion

0342-0321

Maximum Swing (mm) Distance No of Spindle 
Over Over In Between Spindle Speeds List Price

Code Model Phase Bed Saddle Gap Centres (mm) Speeds (rpm) (exc VAT)

0340-1000 D330 x 1,000 3 330 198 476 1,000 8 70-2,000 £3,490.00

0340-1006 D330 x 1,000 1 330 198 476 1,000 8 70-2,000 £3,490.00

0340-0626 D320 x 630 1 320 178 430 630 18 65-1,800 £2,490.00

0340-0627 D320 x 630 3 320 178 430 630 18 65-1,800 £2,490.00

0340-0926 D320 x 920 1 320 178 430 920 18 65-1,800 £2,990.00

0340-0927 D320 x 920 3 320 178 430 920 18 65-1,800 £2,990.00

Carriage charges apply - price on application

• Manufactured to DIN 8606

• Rigid hardened and ground cast iron bed
with V guideways

• Camlock spindle nose D1-4

• Guaranteed spindle nose runout <0.015mm

• Easy lead screw spindle drive through oil
running switched geared head

• Forward/reverse spindle switch

• Safety switch with no-volt release,
emergency stop and motor protection and
foot brake

0340-0626

0340-1000

350w 230v Metal Cutting Bandsaw

• 3 speed machine designed for use in the
maintenance workshop offering horizontal
and vertical cutting capabilities 

• Smooth and accurate saw blade
transmission through the adjustable ball
bearing guides

• No-volt overload safety switch

• Complete with transport wheels, tool shelf,
plastic blade guards, BS safety regulation
guard, push button on/off switch, BS
approved non-rewireable 3 pin moulded
plug and cable

Specification:-

• Cutting capacity: 114mm round,
100 x 150mm rectangular

• Blade length: 1,638mm
• Vertical table: 254 x 250mm
• Height to bed: 591mm
• Height to table: 851mm
• 3 speeds: 65, 95 and 165rpm
• Weight: 61Kg

List Price 
Code Model (exc VAT)

30736 MBS46A £348.30

BANDSAWS
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BANDSAWS

Optimum Geared Drive Bandsaw – S181G

Heavy Duty Bandsaw – PBS250V 

• User-friendly safety switch according to IP54
with under voltage release and protective
motor switch

• 3 blade speeds via gear shifting mechanism

• Robust cast iron design

• Lowering using hydraulic system with
continuous adjustment

• Coolant system supplied as standard

• Ball bearing 5 point blade guide

• Quick action vice

• Automatic limit stop

• Chip brush

• Complete with bi-metal blade, hydraulic
counter pressure cylinder, machine sub
structure, material limit stop, quick action
vice and coolant equipment

Specification:-

• Capacity at 0º: round - 180mm
rectangular - 180 x 240mm

65 x 300mm
• Capacity at 45º: round - 110mm

rectangular - 170 x 110mm
• Blade speed: 39, 66, 82M/min
• Blade size: 2,362 x 19mm
• Dimensions: 1,275 x 450 x 1,100mm
• Motor: 750w
• Weight: 130Kg

• Variable speed

• Micro alignment of blade through ball
bearings

• Dovetail slide with take up gib

• Rapid approach vice

• Adjustable hydraulic feed

• Automatic cut off

Specification:-

• Capacity at 90º: round - 250mm
square - 250 x 250mm
rectangular - 250 x 415mm

• Capacity at 45º: round - 190mm
square - 190 x 190mm
rectangular - 250 x 190mm

• Blade size: 3,300 x 27 x 0.9mm
• Mitre cut: 45º
• Motor: 2Hp

List Price
Code (exc VAT)

1-625-200V £2,490.00

Carriage charges apply - price on application

List Price
Code Phase Voltage (exc VAT)

0330-0176 1 240 £920.00

0330-0182 3 415 £920.00

List Price
Code Description (exc VAT)

Spare Blades

1-620-950B 5-8 vari bi-metal £35.00

1-620-951B 6-10 vari bi-metal £35.00

Carriage charges apply - price on application

Heavy Duty Bandsaw – PBS225

• 9" round capacity vice opens 400mm

• Micro alignment of blade through ball
bearings

• Dovetail slide with take up gib

• Rapid approach vice

• Adjustable hydraulic feed

• Automatic cut off

• 4 step – belt change

Specification :-

• Capacity at 90º: round - 225mm
square - 225 x 225mm
rectangular - 225 x 345mm

• Capacity at 45º: round - 165mm
square - 165 x 165mm
rectangular - 225 x 165mm

• Blade speed: 25, 40, 57, 71M/min
• Blade size: 3,035 x 27mm

• Dimensions: 1,706 x 749 x 1,092mm
• Mitre cut: 45º
• Motor: 11/2Hp
• Weight: 285Kg

List Price
Code Phase (exc VAT)

01-625-100 3 £2,090.00

01-625-101 1 £2,090.00

List Price
Code Description (exc VAT)

Spare Blades

1-625-940C 4TPI carbon £42.00

1-625-940B 3-4 vari TPI bi-metal £42.00

1-625-941C 6TPI carbon £42.00

1-625-941B 4-6 vari TPI bi-metal £42.00

1-625-942C 8TPI carbon £42.00

1-625-942B 5-8 vari TPI bi-metal £42.00

1-625-943C 10TPI carbon £42.00

1-625-943B 6-10 vari TPI bi-metal £42.00

Carriage charges apply - price on application
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MILLING MACHINES

GRINDERS & POLISHERS

BF20 Vario Optimum Drill/Mill Tilting Head 

• Variable speed

• Extremely stable drilling-milling machine for
a precise, fast and secure fabrication

• Digital quill travel indicator, precision of
reading 0.01mm

• Metric and imperial conversion

• Automatic off-switch for easy operation,
with under voltage circuit breaker, right-left
hand rotation

• High concentricity precision <0.01mm
measured in the spindle sleeve

• The drill head can be swivelled +/-90º thus
permitting milling and drilling operations in
any angular position

Specification:-

• Drilling capacity: 20mm
• Maximum milling cap: 

of inserted tooth cutter - 63mm
of end mill cutter - 16mm 

• Spindle speeds: 180-3,200rpm
• Spindle holding fixture: 2MT/M10
• Spindle travel: 42mm
• Travel: Z - 380mm

Y - 175mm
X - 280mm

• Table size: 500 x 180mm
• Weight: 103Kg

List Price 
Code (exc VAT)

0333-8120 £835.00

Carriage charges apply - price on application

Scotch-Brite™ EXL Wheel Deburring Machine

• A heavy duty machine designed for
intermittent use

• Designed to be used on a bench next to
the cutting or milling machines producing
the burrs

• Contains 1 x deburring wheel 7S fine 150 x
25 x 25.4mm and 1 x deburring wheel 9S
fine 152 x 25 x 25.4mm and a Sealey bench
grinder

Maximum Orbital List Price 
Code Voltage Hp Speed (rpm) (exc VAT)

BG150XD 230 1⁄2 2,850 £125.00

DB-WL 9 SFN EXL 
Deburring Wheel

DB-WL 7 SFN EXL 
Deburring Wheel

List Price
Each 

Code Size (mm) Grade (exc VAT)

18762 152 x 25.4 DB-WL 9 SFN £49.34

• For larger burrs

• Harder and a slightly coarser finish than the
7S Fine

List Price
Each 

Code Size (mm) Grade (exc VAT)

18768 152 x 25.4 DB-WL 7 SFN £39.47

• Ideal for light burrs

• Comfortable and will give when pressure 
is applied

Bristle Bench Motor Machine and Consumables

• A heavy duty machine designed for
intermittent use

• Contains 1 x radial bristle brush type C P120
150 x 12 x 25.4mm and 1 x EX3 deburring
wheel 9S fine 152 x 25 x 25.4mm and a
Sealey bench grinder

Maximum Orbital List Price 
Code Voltage Hp Speed (rpm) (exc VAT)

BM2 230 1⁄2 2,850 £125.00

X3-WL 9 SFN EX3 
Deburring Wheel

Radial Bristle Brush BB-ZB

List Price
Each 

Code Size (mm) Grade (exc VAT)

30214 150 x 12 x 25.4 X3-WL 9 SFN £32.07

• The latest deburring wheel from 3M

• Offering considerably longer life and
improved performance over the standard

• An excellent product for customers who are
accurately measuring the value of the
products used

List Price
Each 

Code Grade (exc VAT)

33212 Type C P120 £41.92

• Ideal for cleaning, finishing and light
deburring in metal fabrication, casting and
forging, wood and jewellery applications

30214

33212
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GRINDERS & POLISHERS

Bench Grinder with Sanding Belt and Work Light

250w 230v Wet & Dry Bench Grinder 

230v Bench Grinder with Work Light

Adjustable Bench Grinder Stand

• A compact machine with one 150mm
grinding wheel, 50 x 686mm sanding belt,
work light, dust extraction for sanding
facility, adjustable eye protection shield,
spark deflector, wheel guard and tools rest

• Complete with 1 fine and 1 coarse grinding
wheel, 80 grit sanding belt, grinding wheel
dresser and storage tray and fitted with a
BS approved non-rewireable 3 pin moulded
plug and cable

Specification:-

• Power: 370w
• Voltage: 230v
• Grinding wheel: 150mm diameter
• Bore size: 12.7mm
• Sanding belt size: 50 x 686mm (2" x 27")
• Speed: 2,850rpm
• Machine dimensions: 285 x 190 x 190mm
• Weight: 11.5Kg

List Price 
Code Part No (exc VAT)

66096 GHD155SB £93.98

• Designed for the workshop to hone and
grind hand and garden tools

• With a vertical whetstone honing wheel, dry
grinding wheel, eye protection shield, spark
deflectors, wheel guards and adjustable tool
rests

• Uses dry grinding wheel especially suitable
for high speed steel tooling

• Fitted with a BS approved non-rewireable
3 pin moulded plug and cable

Specification:-

• Whetstone wheel diameter: 200mm
• Whetstone wheel bore: 20mm
• Whetstone wheel speed: 134rpm
• Dry stone wheel diameter: 150mm
• Dry stone wheel bore: 12.7mm
• Dry white stone wheel speed: 2,950rpm
• Weight: 10Kg

List Price 
Code Part No Description (exc VAT)

78456 GWD200A Bench grinder £77.00

79016 AG200W Whetstone wheel £7.48

29630 AG150C Coarse grit wheel £11.46

• A compact machine with work light

• 1 coarse and 1 fine grinding wheel,
adjustable eye protection shields, spark
deflectors, wheel guards and tools rests

• Supplied with grinding wheel dresser and
storage tray and fitted with a BS approved
non-rewireable 3 pin moulded plug and
cable

Grinding Bore Machine
Wheel Ø Motor Size Speed Dimensions Weight List Price

Code Part No (mm) (w) (mm) (rpm) (L x H x D) (Kg) (exc VAT)

64715 GHD151L 150 370 12.7 2850 285 x 190 x 190 11.5 £95.92

64716* GHD201L 200 550 16 2850 420 x 245 x 360 20 £141.38

* Heavy duty
64716

• Sturdy bench grinder stand with floor
mounting holes and adjustable height from
700 to 900mm

• The grinder fixing platform measures 
228 x 198mm and will accept Draper
Grinder Models GHD200, GHD151L and
GHD201L and other manufacturers
similar machines

• Supplied flat packed for self assembly

• Complete with 2 hexagon keys

List Price 
Code Part No (exc VAT)

69356 AG101 £89.76

Optimum Polishers 

• CE compliant

• Heavy duty industrial type with maintenance
free motor

• Housing made of aluminium die-casting

• Balanced rotor with quality ball bearings
ensures long service life with very smooth
running

• Magnetic switch with lockable emergency
stop function

Voltage/ Motor Wheel Size Motor Speed List Price
Code Model Phase Power (mm) (rpm) (exc VAT)

0310-1320 PSM 200 240 / 1 600w 200 x 25 x 20 2,850 £185.00

0310-1323 PSM 200 415 / 3 600w 200 x 25 x 20 2,850 £185.00

0310-1325 PSM 250 415 / 3 1.5kW 250 x 30 x 20 2,850 £240.00

Carriage charges apply - price on application
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GRINDERS & POLISHERS

Bench Grinders

• Heavy, long life type with maintenance free
motor for permanent use

• Housing made of die cast aluminium

• Magnetic switch with lockable emergency
stop function

• Balanced rotor with quality ball bearings
ensures long service life with very smooth
running

• Stable, adjustable workpiece rest

Wheel Size Motor Speed Weight List Price
Code Model Voltage/Phase Power (mm) (rpm) (Kg) (exc VAT)

0310-1815 QSM 150 240 / 1 400w 150 x 20 x 16 2,850 11 £69.00

0310-1814 QSM 150 110 / 1 11w 150 x 20 x 16 2,850 11 £69.00

0310-1175 SM 175 240 / 1 450w 175 x 25 x 32 2,850 14 £85.00

0310-1176 SM 175 110 / 1 450w 175 x 25 x 32 2,850 14 £85.00

0310-1200 SM 200 240 / 1 600w 200 x 30 x 32 2,850 16 £110.00

0310-1202 SM 200 110 / 1 600w 200 x 30 x 32 2,850 16 £110.00

0310-1203 SM 200 415 / 3 600w 200 x 30 x 32 2,850 16 £110.00

0310-1253 SM 250 415 / 3 1.5kW 542 x 304 x 365 2,850 39 £185.00

0310-1255 SM 250 415 / 3 1.5kW 250 x 40 x 32 800-3,000 45 £1,050.00

Carriage charges apply - price on application

Drill Grinder – DG20 

• Continuous speed regulations

• Exact repeating accuracy

• Magnetic switch with lockable emergency
stop function

• Wide grinding range of twist drill from 3 to
20mm

• Angle adjustment for all twist drill types

Specification :-

• Grind stone external: 40mm

• Continuous speed: 1,400 – 7,600rpm
• Bit grinding angle: 90º - 150º
• Grinding cap diameter: 3 – 20mm
• Motor: 500w
• Voltage: 240v
• Dimensions (L x W x H): 225 x 490 x 240mm
• Weight: 26.7Kg

List Price 
Code (exc VAT)

0310-0020 £475.00

Carriage charges apply - price on application

Opti Belt Grinders  

Industrial Bench Grinders 

Power Grinding Rest Sanding Belt List Price
Code Model (kW) (mm) Size (mm) (exc VAT)

0332-1075 BSM 75 3 75 x 575 75 x 2,000 £625.00

0332-1150 BSM 150 4 150 x 575 150 x 2,000 £790.00

Carriage charges apply - price on application

• 400v/3 phase

• Vibration free run by rubberised drive and
guide rollers

• Grinding table 15º-30º inclinable

• Time-saving deburring of edges, cleaning
welding seams

• High belt rotation speed of 2,800rpm
30M/sec

• User friendly sanding belt change, fast and
uncomplicated

• Standard 2 suction nozzles for connection to
an extractor

• Sealed and pre-lubricated ball bearings

• Balanced motor for smooth operation

• Adjustable spark detectors for safety

• Adjustable shatter-proof eye shields

• Thick wheel guards with built in dust 
chutes (except 6")

• 10" and 12" grinders have wheel 
balancing weight

Size Voltage/ Motor Wheel Wheel Dimensions List Price
Code Model (") Phase (Hp) Speed (rpm) (ø x Bore x Width mm) (exc VAT)

1-530-200 GRB 201 6 240 / 1 1⁄2 2,900 150 x 12.7 x 19 £110.00

1-530-201 GRB 201 6 110 / 1 1⁄2 2,900 150 x 12.7 x 19 £110.00

1-530-300 GRB 202 8 240 / 1 3⁄4 2,900 205 x 20 x 25 £195.00

1-530-301 GRB 202 8 110 / 1 3⁄4 2,900 205 x 20 x 25 £195.00

1-530-303 GRB 202 8 415 / 3 3⁄4 2,900 205 x 20 x 25 £195.00

1-530-400 GRB 203 10 415 / 3 11⁄2 1,450 255 x 25.4 x 38 £395.00

1-530-500 GRB 204 12 415 / 3 2 1,450 305 x 25.4 x 50 £625.00

List Price
Code Description (exc VAT)

Accessories

1-531-100 Stand to suit 6" A and 8" A £105.00

1-531-200 Stand to suit 10" C £115.00

1-531-300 Stand to suite 12" D £125.00

1-532-100 Gravity fed dust collector DC1 £80.00

Carriage charges apply - price on application

Image shown with stand and 

dust collector
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GRINDERS & POLISHERS

Bench Grinders

Size List Price 
Code (") (exc VAT)

RPBG6 6 £52.17

RPBG8 8 £69.56

• Induction motor ensures smooth running

• Adjustable tool rest

• 40mm wide whitestone for fine grinding

• 25mm wide greystone for coarse grinding

• 370w induction motor

• 5 year guarantee

6" Bench Grinder

• Induction motor ensures smooth running

• Adjustable tool rest

• 40mm wide whitestone for fine grinding

• 25mm wide greystone for coarse grinding

• 500w induction motor for more frequent
use and powerful operation

• 5 year guarantee

8" Bench Grinder RPBG6

RPBG8

GRIT Workshop Belt Grinders

• A range of high performance belt grinders
and modular accessories for industrial
applications

• 2 ranges are available, GX for smaller
engineering, fabrication and welding
workshops and GI for large production
facilities requiring high performance and
continuous use

• All machines run from a 3-phase supply

Accessories:

• GXR fits to GX 75 2H, for precise grinding of
profiles and pipes from 16 - 75mm

• GXC fits to GX 75 2H, for grinding and
polishing pipes and shafts from 10 - 100mm

• GIR fits to GI 150 2H, for precise grinding of
profiles and pipes up to 150mm

• GIL fits to GI 150 2H Belt Grinder for
grinding and polishing square and flat
materials

• A full range of grinding belts are available
on request

• A full demonstration of any GRIT machine
can be arranged, please ask for details

Belt List Price
Code Description Width (mm) (exc VAT)

GX 75 Single speed belt grinder 75 £755.00

GX 75 2H 2 speed belt grinder 75 £910.00

GXR Pipe notching attachment £830.00

GXC Centreless grinding attachment £868.00

GI 75      Single speed belt grinder 75 £1,145.00

GI 75 2H 2 speed belt grinder 75 £1,375.00

GI 150 Single speed belt grinder 150 £1,390.00

GI 150 2H                2 speed belt grinder 150 £1,620.00

GIB Machine base for GI belt grinders £199.00

GIBE    Machine base with dust extraction for GI belt grinders £1,130.00

GIR      Pipe notching attachment £1,635.00

GIL Surface grinding attachment £1,960.00
GXC

GX 75 2H & GXR

GI 75 2H

For an extensive range of
Abrasive products, see

pages 7-52
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DRILLING MACHINES

16 Speed 230v Bench Mounted Drill

230v Floor Standing Drills

• VDE no-volt switch

• Powerful and efficient smooth running
operation giving total flexibility for drilling
hard and soft material

• Large adjustable tilting table complete with
rise and fall rack and pinion

• Fitted with a BS approved non-rewireable
3 pin moulded plug and cable

List Price 
Code Part No Description (exc VAT)

42638 GD16/16AC Drill £299.00 

42640* HD19/16AC Drill £398.00

65963 YCG55 Chuck guard for 42638 £26.08

65965 YCG74 Chuck guard for 42640 £52.12

45011 MT2 geared chuck £29.16

* Fitted with sealed bearings as standard

Code 42638 Code 42640*

Motor (w) 550 650

Drilling capacity (mm) 16 19

Chuck capacity (mm) 3 - 16 3 - 16

Collar diameter (mm) 55 60

Spindle taper (mm) MT2 MT2

Speeds (rpm) 16 (210 - 3,340) 16 (120 - 3,000)

Swing (mm) 330 356

Spindle travel (mm) 80 80

Column diameter (mm) 70 80

Table size (mm) 260 x 260 290 x 290

Base size (mm) 420 x 450 460 x 275

Height (mm) 990 1,000

Weight (Kg) 67 86

• VDE no-volt switch

• Powerful and efficient smooth running
operation giving total flexibility for drilling
hard and soft materials

• Large adjustable tilting table complete with
rise and fall rack and pinion

• Fitted with a BS approved non-rewireable
3 pin moulded plug and cable

List Price 
Code Part No Description (exc VAT)

42642 HD25/12ACF 12 speed drill £798.00

42641* HD19/16ACF 16 speed drill £425.00

65965 YCG74 Chuck guard £52.12

45011 MT2 geared guard £29.16

45012 MT3 geared chuck £29.68

* Fitted with sealed bearings as standard

Code 42642 Code 42641*

Motor (w) 1,100 650

Drilling capacity (mm) 25 19

Chuck capacity (mm) 3 - 16 3 - 16

Collar diameter (mm) 92 60

Spindle taper (mm) MT3 MT2

Speeds (rpm) 12 (150 - 2,700) 16 (120 - 3,000)

Swing (mm) 432 356

Spindle travel (mm) 120 80

Column diameter (mm) 92 80

Table size (mm) 345 x 345 290 x 290

Base size (mm) 580 x 375 460 x 275

Height (mm) 1,700 1,650

Weight (Kg) 138 98

42642

42641

370w 230v 5 Speed Floor Standing Radial Drill

• VDE no-volt switch

• 16 speed floor mounted drill complete with
16mm capacity chuck ideal for the
maintenance workshop

• Radial head allows the drill to be adjusted to
any position where space is limited

• Powered by a 370w motor offering highly
efficient smooth running

• Adjustable tilting table complete with a rise
and fall rack and pinion

• Fitted with a BS approved non-rewireable 3
pin moulded plug and cable

Specification:-

• Motor: 375w
• Drilling capacity: 16mm

• Chuck capacity: 3-16mm
• Collar diameter: 60mm
• Spindle taper: MT2
• 5 Speeds: 460-2,890rpm
• Radial swing: 840mm
• Horizontal arm travel: 320mm
• Spindle travel: 80mm
• Column diameter: 70mm
• Table size: 260 x 260mm
• Base size: 420 x 250mm
• Height: 1,630mm
• Weight: 65Kg

List Price 
Code Part No Description (exc VAT)

43377 GD16/5CFR Drill £358.50 

65964 Chuck guard £21.98 

45011 MT2 geared chuck £29.16 

42638

42640
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DRILLING MACHINES

Optimum Pillar Drills  

Heavy Duty Pillar Drills  

Voltage/ Capacity in Number of Spindle Speed List Price
Code Model Phase Power   Steel (mm) speeds Range (rpm) (exc VAT)

Bench Mounted

0300-3171 B17 Pro 240 / 1 500w 23 5 500-2,520 £225.00

0300-3231 B23 Pro 240 / 1 750w 25 12 200-2,440 £365.00

0300-3233 B23 Pro 415 / 3 750w 25 12 200-2,440 £365.00

Floor Mounted

0300-3261 B26 Pro 240 / 1 750w 25 12 200-2,400 £415.00

0300-3263 B26 Pro 415 / 3 750w 25 12 200-2,400 £415.00

0300-3331 B33 Pro 240 / 1 1.1kW 30 9 120-1,810 £735.00

0300-3333 B33 Pro 415 / 3 1.1kW 30 9 120-1,810 £735.00

Carriage charges apply - price on application

• Guaranteed concentricity precision less than
0.02mm measured in the drilling spindle
sleeve

• Spindle with precision ball bearings

• Röhm quick-action drill chuck supplied 
as standard

• Swivel of -45º to 45º and rotating capacity
of 360º (except 0300-3171)

• Drill depth stop

• Automatic switch-off for easy operation
with under voltage circuit breaker and
lockable emergency stop switch

• 3 phase models have an additional cam
controller for left and right hand operation

• 850w

• Guaranteed concentricity precision less than
0.015mm measured in the drilling spindle
sleeve

• Spindle with precision ball bearings

• Toothed rack for vertical adjustment of the
drilling table

• Drill depth stop

• Drilling table swivels 360º

• User friendly safety switch (IP54 compliant)
with low voltage circuit breaker and
emergency stop switch

• One-piece spindle sleeve feed handle in 
die-cast aluminium with soft grip handles

• The floor mounted model has a built in drill
ejecting device

B28H

Capacity in Number of Spindle Speed List Price
Code Model Phase Steel (mm) Spindle Speeds Range (rpm) (exc VAT)

Bench Mounted

0302-0241 B24 H 1 23 7 350-4,000-1
£670.00

0302-0243 B24 H 3 23 7 350-4,000-1
£670.00

Floor Mounted

0302-0281 B28 H 1 28 16 120-4,000-1
£820.00

0302-0283 B28 H 3 28 16 120-4,000-1
£820.00

Carriage charges apply - price on application

Pro B33

Drilling Machines

• Steel and cast iron construction

• Induction motor

• Headstock made from a large casting to give
rigidity and absorb vibration

• Ergonomically designed hand-wheel cast in
one piece

• 12 speed easy operation pulley system

• Suitable for drilling metal and wood

• Both drilling machines have a 12 speed
pulley system, the belts are easily moved
using a cam-lever mechanism

• Tilting table feature with measurement
guide for drilling angles

• Available in bench or floorstanding versions

Specification DP58B:-

• Dimensions: (H x W x D) 
990 x 270 x 563mm

• Spindle to column: 165mm 
• Spindle travel: 80mm
• Chuck to table max: 371mm 
• Chuck to base: 548mm
• Chuck included: No2 M/T x 16mm
• Motor power: 3/4Hp
• Weight: 55Kg

Specification DP58P:-

• Dimensions: (H x W x D) 
1,635 x 365 x 610mm 

• Spindle to column: 190mm 
• Spindle travel: 80mm
• Chuck to table max: 668mm 
• Chuck to base: 1,154mm
• Chuck included: No2 M/T x 16mm
• Motor power: 1Hp
• Weight: 67Kg

Chuck List Price 
Code Description Size (") (exc VAT)

DP58B Bench mounted 3⁄4 £260.86

DP58P Floorstanding pedestal 3⁄4 £304.34

DP58P
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DRILLING MACHINES

VICES

• Internal safety micro switch prevents
accidental usage

• Variable speed with digital read-out

• Work light helps to illuminate the area

• Exactline Laser Technology™ for improved
accuracy when drilling

• Multi-purpose work table with 360° rotation
and up to 45° bevel for angle drilling

• Locking knob, locking depth stop for
repetitive application

• Accepts mortising attachments

• Rack and pinion table height adjustment

• Complete with clamp, 3 x Allen Keys and
chuck key

Specification :-

• Power input: 550w
• Spindle taper: B16
• Chuck capacity: 13mm
• Drilling capacity: 13mm
• No load speed: 450-2,500rpm
• Base size: 420 x 280mm
• Overall height: 889mm
• Weight: 38Kg

305mm (12") Drill Press

SSP
Code (exc VAT)

EDP-5530L £221.00

Drill Press Vices

Jaw Width Vice Opening List Price
Code (mm) (mm) (exc VAT)

E60-80 80 65 £60.00

E60-100 100 87 £70.00

E60-120 120 110 £90.00

E60-150 150 150 £130.00

• Cast iron body

• Prismatic hardened and ground jaws

• Fixed prismatic jaw, 3 vertical and 1
horizontal

Drill Press Vices

• DPV3 capable of holding work pieces up to
51mm wide

• DPV4 capable of holding work pieces up to
87mm wide

• DPV5 capable of holding work pieces up to
108mm wide

Size Holding List Price 
Code (") Capacity (") (exc VAT)

DPV3 3 21⁄2 £11.30

DPV4 4 3 £17.38

DPV5 5 41⁄2 £19.12

DP58P

Drilling Vice

• Cast metal body

• Stationary jaw with 3 vertical and 
1 horizontal prism

• Both jaws with flat contact areas for
gripping flat workpieces

Jaw Clamping List Price 
Code Size Width (mm) Range (mm) (exc VAT)

863421 1 85 65 £58.08

863422 2 100 92 £77.33

863423 3 120 110 £104.94

RKE Machine Vice for CNC Machines

• Solid body is hardened and ground 
on all sides

• Long clamping slide with clutch

• Drive spindle with clamping force presetting

Jaw Clamping List Price 
Code Size Width (mm) Range (mm) (exc VAT)

158323 3 125 0-216 £2,349.58

RS Machine Vice for Standard Machines

• Modern design with components made
from special cast metal

• SGN reversible clamping jaws, one side
smooth, the other grooved

• Can be used with swivel plate

Jaw Clamping List Price 
Code Size Width (mm) Range (mm) (exc VAT)

128032 2 113 0-105 £357.92

128034 4 160 0-145 £577.78

RV Machine Vices

RV 100

Jaw Capacity List Price
Code Model Width (mm) (mm) (exc VAT)

RV 100 RV100 100 0-100 £302.50

RV 125 RV125 125 0-125 £435.60

RV 160 RV160 160 0-160 £580.80

• Swivelling jaw with 4 different clamping surfaces, to clamp asymetrical workpieces
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