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LATHES

Light Duty Small Precision Lathes 

Medium Duty Small Precision Lathes 

Heavy Duty Precision Lathes 

Max Swing Distance Between Nº of Spindle Spindle List Price
Code Model Diameter (mm) Centres (mm) Speeds Speeds (rpm) (exc VAT)

0342-0251 D140 x 250 vario 140 250 Variable 120-3,000 £415.00

0342-0301 D180 x 300 vario 180 300 Variable 150-2,500 £625.00

Carriage charges apply - price on application

• CE compliant

• 1 phase variable speed

• Electronic continuous speed regulation with
dynamically readjusting control

• DC motor with permanent speed monitoring

• Guaranteed concentricity precision of the
main spindle <0.015mm

• Spindle bedding with precision ball bearings

• Feed shaft for threading or automatic
straight turning

• Automatic off-switch for easy operation0342-0251

Max Swing Distance Between Nº of Spindle Spindle List Price
Code Model Diameter (mm) Centres (mm) Speeds Speeds (rpm) (exc VAT)

0342-0321 D210 x 400 210 400 6 125-2,000 £625.00

0342-0324 D210 x 400 vario 210 400 Stepless 125-2,000 £1,000.00

0342-0550 D250 x 550 250 550 6 125-2,000 £920.00

0342-0554 D250 x 550 vario 250 550 Stepless 95-3,000 £1,575.00

Carriage charges apply - price on application

• CE compliant

• Single phase

• Precise chuck run out <0.05mm

• Spindle nose run out <0.009mm

• Automatic slide/lead screw drive

• Rigid induction hardened (HRC 42-52) and
ground cast iron bed with V guideways

• User friendly safety switch IP54 with no-volt
release and lockable emergency stop and
right/left hand motion

0342-0321

Maximum Swing (mm) Distance No of Spindle 
Over Over In Between Spindle Speeds List Price

Code Model Phase Bed Saddle Gap Centres (mm) Speeds (rpm) (exc VAT)

0340-1000 D330 x 1,000 3 330 198 476 1,000 8 70-2,000 £3,490.00

0340-1006 D330 x 1,000 1 330 198 476 1,000 8 70-2,000 £3,490.00

0340-0626 D320 x 630 1 320 178 430 630 18 65-1,800 £2,490.00

0340-0627 D320 x 630 3 320 178 430 630 18 65-1,800 £2,490.00

0340-0926 D320 x 920 1 320 178 430 920 18 65-1,800 £2,990.00

0340-0927 D320 x 920 3 320 178 430 920 18 65-1,800 £2,990.00

Carriage charges apply - price on application

• Manufactured to DIN 8606

• Rigid hardened and ground cast iron bed
with V guideways

• Camlock spindle nose D1-4

• Guaranteed spindle nose runout <0.015mm

• Easy lead screw spindle drive through oil
running switched geared head

• Forward/reverse spindle switch

• Safety switch with no-volt release,
emergency stop and motor protection and
foot brake

0340-0626

0340-1000

350w 230v Metal Cutting Bandsaw

• 3 speed machine designed for use in the
maintenance workshop offering horizontal
and vertical cutting capabilities 

• Smooth and accurate saw blade
transmission through the adjustable ball
bearing guides

• No-volt overload safety switch

• Complete with transport wheels, tool shelf,
plastic blade guards, BS safety regulation
guard, push button on/off switch, BS
approved non-rewireable 3 pin moulded
plug and cable

Specification:-

• Cutting capacity: 114mm round,
100 x 150mm rectangular

• Blade length: 1,638mm
• Vertical table: 254 x 250mm
• Height to bed: 591mm
• Height to table: 851mm
• 3 speeds: 65, 95 and 165rpm
• Weight: 61Kg

List Price 
Code Model (exc VAT)

30736 MBS46A £348.30

BANDSAWS
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BANDSAWS

Optimum Geared Drive Bandsaw – S181G

Heavy Duty Bandsaw – PBS250V 

• User-friendly safety switch according to IP54
with under voltage release and protective
motor switch

• 3 blade speeds via gear shifting mechanism

• Robust cast iron design

• Lowering using hydraulic system with
continuous adjustment

• Coolant system supplied as standard

• Ball bearing 5 point blade guide

• Quick action vice

• Automatic limit stop

• Chip brush

• Complete with bi-metal blade, hydraulic
counter pressure cylinder, machine sub
structure, material limit stop, quick action
vice and coolant equipment

Specification:-

• Capacity at 0º: round - 180mm
rectangular - 180 x 240mm

65 x 300mm
• Capacity at 45º: round - 110mm

rectangular - 170 x 110mm
• Blade speed: 39, 66, 82M/min
• Blade size: 2,362 x 19mm
• Dimensions: 1,275 x 450 x 1,100mm
• Motor: 750w
• Weight: 130Kg

• Variable speed

• Micro alignment of blade through ball
bearings

• Dovetail slide with take up gib

• Rapid approach vice

• Adjustable hydraulic feed

• Automatic cut off

Specification:-

• Capacity at 90º: round - 250mm
square - 250 x 250mm
rectangular - 250 x 415mm

• Capacity at 45º: round - 190mm
square - 190 x 190mm
rectangular - 250 x 190mm

• Blade size: 3,300 x 27 x 0.9mm
• Mitre cut: 45º
• Motor: 2Hp

List Price
Code (exc VAT)

1-625-200V £2,490.00

Carriage charges apply - price on application

List Price
Code Phase Voltage (exc VAT)

0330-0176 1 240 £920.00

0330-0182 3 415 £920.00

List Price
Code Description (exc VAT)

Spare Blades

1-620-950B 5-8 vari bi-metal £35.00

1-620-951B 6-10 vari bi-metal £35.00

Carriage charges apply - price on application

Heavy Duty Bandsaw – PBS225

• 9" round capacity vice opens 400mm

• Micro alignment of blade through ball
bearings

• Dovetail slide with take up gib

• Rapid approach vice

• Adjustable hydraulic feed

• Automatic cut off

• 4 step – belt change

Specification :-

• Capacity at 90º: round - 225mm
square - 225 x 225mm
rectangular - 225 x 345mm

• Capacity at 45º: round - 165mm
square - 165 x 165mm
rectangular - 225 x 165mm

• Blade speed: 25, 40, 57, 71M/min
• Blade size: 3,035 x 27mm

• Dimensions: 1,706 x 749 x 1,092mm
• Mitre cut: 45º
• Motor: 11/2Hp
• Weight: 285Kg

List Price
Code Phase (exc VAT)

01-625-100 3 £2,090.00

01-625-101 1 £2,090.00

List Price
Code Description (exc VAT)

Spare Blades

1-625-940C 4TPI carbon £42.00

1-625-940B 3-4 vari TPI bi-metal £42.00

1-625-941C 6TPI carbon £42.00

1-625-941B 4-6 vari TPI bi-metal £42.00

1-625-942C 8TPI carbon £42.00

1-625-942B 5-8 vari TPI bi-metal £42.00

1-625-943C 10TPI carbon £42.00

1-625-943B 6-10 vari TPI bi-metal £42.00

Carriage charges apply - price on application
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